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Please don’t use a simple password and keep  your password secret. If your password is 

Please don’t cut-off the fuel or power when driving

ile phone number of your alarm without 

 before you use the device.   

Alarm for cutting-off power supply 

Cut-off fuel or gas by a phone 

Listen in the motorcycle 

GGS-MA02 has the following functions:    

One optional feature of GGS-MA02 is that a microphone 

With internal memory, GGS-MA02 can store the last GPS 

motorcycle security. GGS-MA02 has inbuilt GPS module t

GGS-MA02 is a GPS/GSM based tracking & alarm device sp
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ecially developed and designed for 

o obtain accurate position data and utilizes 

its GSM capability to send the position data and alarm status to a specified mobile phone.   

  

data when there is no GPS signal.   

  

can be linked out to be hidden somewhere 

inside the motorcycle for listening to the cabin.  

  

� 

� 

� Voice prompt 

� Set alarm and de-alarm  

� It’s water-proof 

� Can alarm by voice and SMS 

� Alarm for illegally activation 

� Alarm for illegally shaken 

� Alarm for over-speed 

� 

� Alarm for over-boundary 

� Built-in backup battery  

� Can work 1-2 hours after cutting 

power supply 

� Can set shake sensor grade 

� Geo-fencing control 

� Get GPS lacation by SMS 

� Show location directly on mobile phone 

� Real time tracking via SMS 

� Two alarm numbers 

 

 

2.For your safety 

� Please read all the contents of User Manual

� For safety reason, do not tell other people the mob

taking precautions of security settings. 

� Please keep the device dry. 

� 

disclosed, please modify it immediately. 

�  to avoid accidents. 

� The system should be installed or repaired by a professional technician. 

 



Standby current 28-35mA 

GGS-MA02 is supplied in a box which includes: 

This section will describe how to start GGS-MA02. 

Battery 

Working hours for backup 
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3.Technical Specifications 

Items Specifications 

Dimensions 95mm x 65mm x 28mm 

Working frequency 900/1800MHZ (Optional 850/1900MHZ) 

Power supply 6~30V 

Alarm delay Less than 30 seconds 

Working current 150mA 

Working temperature -40℃~85℃ 

Humidity 5% to 95% Non-condensing 

2-4 hours 

 

 

4.Getting started 

 

4.1 Hardware and Accessories  

 

 

4.2 Functional parts 

  

                                          

 

 

 

 

 

 

 

 

 

Connect loudspearker 

Connect wires 

Connect antenna 
 

Insert SIM 

Main unit
GPS Antenna

GSM Antenna Relay Wires Loudspeaker



number must be a cell phone numbers. 

ting- 

 will be on. After hang up, 

 about 2 minutes  On after installing                              GGS-MA02 has GSM siganl. It needs

Off                                                       GGS-MA02 doesn’t have GPS signal 

On                                                       GGS-MA02 has GPS signal 
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4.3 LED  

GPS LED (Red):inside the box 

 

GSM LED (Blue): inside the box 

5-10 seconds, then it will be off. 

Calling the system When calling the system, the LED

the LED will be off. 

Sending message to the system The LED will be on and flash for several seconds(it means 

the system receives the message), and then it will be off, and 

then the LED will be on and flash again(it means the system 

sends reply message), and for several seconds, it will be off. 

 

 

5. Change password 

Command: GMM old password,new password# 

Description: Change password 

Notes: The factory password is 1234. And password is a 4-digit 

number. If the setting is successful, you will receive a message 

from the system “The setting is successful.” 

Example: If your old password is 1234, your new password is 

8888, you should edit GMM1234,8888#  to the system.  

It can be shown as figure 1. (13265965536 is the SIM 

motorcycled number inside the system, and the number is 

hereinafter refered to as “system number” ). 

 

 

 

 

 

6. Set alarm numbers. 

You can set two alarm numbers（the first and the second 

number） for illegally activation, shaken, power supply cut

off, over-speed and over-boundary. And the first  alarm 

Command: GHM password,1=the first number,2=the second 

number # 

 

Figure 1 

 

Figure 2 

after installing to search GSM signal. And it will be on for

about
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Description: Set alarm numbers 

Notes: We suggest you use your own cell phone number as the first number. If the setting is 

successful, you will receive a message from the system “The setting is successful.” 

Example: If your current password is 8888, your first number is 13565061254, your second 

number is 13825136521, you should edit GHM8888,1=13565061254,2=13825136521# 

It can be shown as figure 2.  

 

7.Modify alarm numbers 

� Modify the first alarm number 

Command: GHM password,1=a cell phone number# 

Description: Modify the first alarm number. 

Example: If your current password is 8888, your current first 

alarm number is 13565061254, and you want modify the first 

alarm number to 13925168111, you should edit GHM 

8888,1=13925168111# It can be shown as figure 3. 

 

 

 

 

� Modify the second alarm number 

Command: GHM password,2=a phone number# 

Description: Modify the second alarm number. 

Example: If your current password is 8888, your current first 

alarm number is 13825136521, and you want modify the first 

alarm number to 13925168222, you should edit GHM 

8888,2=13925168222# It can be shown as figure 4. 

 

 

 

 

8. Set shake sensor grade 

Command: ZDpassword,0(1/2/3/4/5)# 

Description: Set shake sensor grade  

Example: If your current password is 8888, and you want to 

set fourth grade, you should edit ZD8888,4# It can be shown 

as figure 7. 

Notes: "0--5" is representative of shack grade, "0" means that 

shake sensor is closed, “1” is the first grade which is 

representative of the most sensitive grade and "5" is 

representative of the most insensitive grade of shake sensor.  

 

 

 

Figure 3 

 

Figure 4 

 

Figure 7 
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9. Get GPS data 

Command: AWpassword 

Description: Get GPS data 

Example: If your current password is 8888, and you want to get GPS data, you should edit 

AW8888 It can be shown as figure 8. And after sending this command to the system number, you 

will get a message shown as figure 9, and 23 05 27.174 N is the latitude, 113 18 49.152 E is the 

longitude. You should input 23 05 27.174 N 113 18 49.152 E to http://maps.google.com/ (It can be 

shown as figure 10) to get the location name, it can be shown as figure 11. 

 

 

 

10. Set speed limit 

Command: XS+speed+password 

Description: Set speed limit  

Example: If your current password is 8888, you want to set 

80km/h as the maximum speed, you can you should edit 

XS+80+8888 It can be shown as figure 12. 

 

 

 

 

 

 

 

Figure 8 

 

Figure 9 

 
Figure 10 

 

Figure 11 

 

Figure 12 
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11. Cancel speed limit 

Command: QXS+ password  

Description: Cancel speed limit  

Example: If your current password is 8888, you want to 

cancel speed limit, you should edit QXS+8888 It can be 

shown as figure 13. 

 

 

 

 

 

12. Trace a motorcycle  

Command: 1. GHM password,5=the receiving cell number# 2. <C02,passowrd00,interval, 

position times> 

Description: Trace a motorcycle 

Example: If your current password is 8888, you want to get 10 consecutive GPS data, and the 

interval is 20 seconds, and you want the cell phone number 13925136000 to get the data, you 

should edit GHM8888,5=13925136000# as the first step(It can be shown as figure 14), and then 

edit <C02,888800,20,10> to the system number(It can be shown as figure 15). After sending the 

message, you will receive Position data shown as figure 16.  

Notes: you must input 6 digit number into the password in <C02,888800,20,10>. The first 4 digit 

is your password, and the last 2 must be 00. 

 

 

Notes: As shown in figure 16, 11355.2316 E is the longitude, 2409.3512 N is the latitude. 091218 

means the date, and 031209 means 03:12:09. 11355.2316,E, it means 113°55′13.896″

=0.2316*60E, 2409.3512,N, it means 24°09′21.072″=(0.3512*60),E. You should input 

24 09 21.072 N 113 55 13.896 E to http://maps.google.com/(It can be shown as figure 10) to get 

the location name, it can be shown as figure 11. 

 

Figure 14 

 

Figure 15 

 

Figure16 

 

Figure13 
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13. Stop tracing a motorcycle 

Command: <C06,password00> 

Description: Stop tracing a motorcycle 

Example: If your current password is 8888, you want to stop 

trace a motorcycle, you should edit <C06,888800> It can be 

shown as figure 17. And after sending the message, you will 

receive a message beginning with R06 and GPS data.  

 

 

 

 

14. Set electronic-fence 

Command: <C09,password00,longitude of lower left quarter,latitude of lower left quarter, 

longitude of top right corner,latitude of top right corner> 

Description: Set boundary 

Example: If your current password is 8888, you want to set the lower left quarter (113°30′

25.26″E, 29°55′13.896″N), and top right corner (115°49′20.589″E, 30°28′17.85

″ N). The longitude of the lower left quarter in this command is 11330.41933 

(0.419333=25.26/60), the latitude is 2955.2316(0.2316=13.896/60). The longitude of the top right 

corner is 11549.34315(0.34315=20.589/60), latitude is 3028.2975(0.2975=17.85/60).You should 

set <C09,888800, 11330.41933,2955.2316,11549.34315,3028.2975> to the system number. It can 

be shown as figure 18. And after sending the message, you will receive a message as figure 19. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 17 

 

Figure18 

 

Figure19 



Press 3 to start the siren and flashing lights of the alarm. 
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15. Cancel electronic-fence 

Command: <C08,password00> 

Description: Cancel electrnic-fence 

Example: If your current password is 8888, you want to 

cancel electronic-fence, you should edit <C08,888800>. It 

can be shown as figure 20. 

 

 

 

 

 

 

16. Reset password 

Command: HPGMM#  

Example: If you forget your current password, you can edit 

HPGMM# to the system number. It can shown as figuire 21. 

 

 

 

 

 

17. Voice prompt 

Call the system, and you will listen ”Welcome to GPS Tracker and alarm, please input password 

and #” 

� Press 1 to monitor interior status of the vehicle. After pressing "1" you can hear sounds in  

or around the motorcycle, and at the same time, the voice prompt will tell you that pressing any 

key to stop monitoring.  

� Press 2 to cut off the fuel or power of your vehicle. The fuel or power will be cut off when  

this function is started. And at the same time, this operation will be recorded to a ROM. If you 

want to start your vehicle after doing this operation, please do operation of resetting. 

� 

� Press 4 to reset.This function is to reset the operation of cutoff fuel or gas.  

� Press 5 to set alarm status. The system will be in alarm status after your pressing 5  

according to voice prompt and then hanging up.  

� Press 6 to set de-alarm status. 

� Press 0 to get the location. The system will send a short message of current location of your  

vehicle automatically after your pressing 0 according to voice prompt and then hanging up.  

Hang up to exit the system. If you want to end up a communication with the system,please hang 

up. 

 

Figure 20 

 

Figuire 21 
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18. Command List 

Command Decription 

GMM old password,new password# Modify password 

GHM password,1=the first number,2=the second 

number,3=the third number,4=the fourth 

number#    

Set 4 alarm numbers 

GHM password,1=the first number# Set or modify the first alarm number 

GHM password,2=the first number# Set or modify the second alarm number 

ZDpassword,0(1/2/3/4/5)# Set shake sensor grade 

AWpassword Get GPS data 

XS+speed+password Set speed limit 

QXS+ password Cancel speed limit 

GHM password,5=the receiving cell number#  

 <C02,passowrd00,interval, position times> 
Trace a motorcycle 

<C06,password00> Stop trace 

<C09,password00,longitude of lower left 

quarter,latitude of lower left quarter, longitude of 

top right corner,latitude of top right corner> 

Set eletronic fence 

<C08,password00> Cancel electronic fence 

HPGMM#  Reset password 

 

 



19-Wiring Diagram:
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